


Sealed D-Sub

D508 BACKSHELL KIT

ex )~

PANEL LICUNTIMG BCREW

™ -:!.T:j e |
| A
i
168
I s
1
Insert
D-5SUB BACKSHELL KIT
1% FIN MALE D-SL8 SHOWN)
o 4 ‘f' -— ." ul. —
8| a7
s L. ois
™= 28] ~™ i 19
i ‘"1.‘\'
i 115
T -|_.=III SOLDER CUP

PANEL MOUNT SOLDER CONNECTOR
(9 PN FEMALE D-51/8 SHOWH)

Electrical Specifications
Current Rating:
Standard D-Sub (9 comtact) — SA
High Density D-Sub (15 contact) 2A
Dielectric Withstanding Voltage: 1000V AC for | minute
Contact Resistance: <25mg2
Insulatinn Resistance: > 500MQ @ 500V DC

Mechanical Specifications
Life: > 500 Cyclcs

Environmental Specifications

Operating Temperature: -55°C 1o 185°C

Thermal Shock: Meets MIL-STD 202G, Method 107G
Condition A

Ratings
IP Rating: P47
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RECOMMENDED PANEL CUT-QUT

Material Spccifications

D-Sub Backshell Kif
ITousing, Clamp, & Nut: Thermoplastic, Rlack
Insulator: Thermoplastic (UL91V-0)
Gasket & Seal: Silicone, Black
Shell: Stecl, Tin Plated
Serew: Copper Alloy, Nickel IMlated
Contact Pins: Copper Alloy, Gold 11
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